LINCOLN  MFC 


2  63  0  E  R  s  K I N  E  Street 


Detroit,  Michigan 


;  1 

-  ■  '  >ii^l 

1  ml  1  . . . . 

./■•  Vis  . -its^...  Tr'^SSESUU'lfllUwM 

T^ 

f, 

^  -r^  n?3l^*C  ' 

T  fS  jy  vfebJ^H  A 

fwk 

'  1  '  ^Pv^fc 

COMMERCIAL  LIGHTING 


In  this  catalog  you  will  find  a  wealth  of  pleasing  designs  for  innnmer- 
able  eonnnereial  installations.  Yet  the  cost  of  these  units  is  low  for  the 
high  cpiality  of  merehandise  they  represent. 

Connnereial  lighting,  as  all  lighting,  must  provide  the  proper  amount 
of  light.  Proper  lighting  increases  effieiency  in  offiees;  in  stores  of  all 
kinds  it  helps  to  display  the  merchandise  to  better  advantage  and  in- 
ereases  eonsnmer  interest  and  willingness  to  hny;  in  all  eases  it  rednees 
eye-fatigue. 

The  units  shown  in  this  hook  are  carefully  planned,  designed  and 
manufactured  hy  a  coneern  with  extensive  experience  in  the  lighting 
field.  They  represent  seientifically  eonstriieted  lighting  units  for  maxi¬ 
mum  effieieney  in  keeping  with  the  latest  developments  in  lighting. 


LINCOLN  LIGHTING  PRODUCTS 


No.  9460 — One  Light 

Totally  Indirect 


ATade  in  two  sizes 
16"  dia.  for  100  to  200  Watt 
22"  dia.  for  300  to  500  Watt 
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CATALOG  NUMBERS  9457  AND  9460 


An  indirect  fixture  of  surprisingly  high  efficiency  and  a  simple  heauty  of  design 
which  makes  it  suitable  for  nnmerous  installations. 

The  fixture  proper  consists  of  two  spun  shells,  the  hottom  shell  being  separated 
from  the  main  reflector,  thus  allowing  the  outside  of  the  fixture  to  he  illuminated. 

The  metal  husk  covering  the  lamp  is  so  arranged  that  in  using  either  a  300  or 
500  Watt  lamp,  the  lamp  is  completely  hidden  from  view. 

The  reflecting  surface  of  inner  reflector  has  genuine  ALZAK  treatment  for 
maximum  reflectivity  of  light  and  permanence  of  finish. 


MECHANICAL  DATA 

Standard  suspension  is  a  stem  hanger  with  swivel  joint  at  point  of  eanopy.  Spun  aluminum 
canopy  is  sufficiently  large  to  house  a  pull  switch. 

Socket  husk  is  spun  from  No.  18  B&S  gauge  aluminum,  finished  in  a  brushed  Satin 
Aluminum. 

Main  reflector  is  spun  from  No.  25  U.S.  Std.  gauge  metal.  Edge  of  reflector  is  polished 
bright;  balance  is  sprayed  in  a  velvet  grey  simulating  Satin  Aluminum. 

Bottom  shell  is  spun  from  No.  26  U.S.  Std.  gauge  metal.  The  edge  is  polished  bright; 
balance  being  finished  to  match  body  of  fixture. 

The  inner  reflector  is  spun  from  No.  22  B&S  gauge  aluminum  and  the  reflecting  surface 
has  genuine  ALZAK  diffuse  finish  for  maximum  reflectivity  of  light  and  j^ernianence  of  finish. 

No.  9457 — 16"  diameter 

Medium  Ijase  socket  for  100  to  200  Watt  lamp 


Length  of  Fixture _ 36" 

Spread  of  Fixture _ 16" 


No.  9460 — 22"  diameter 

Mogul  socket  for  300  to  500  Watt  lamp 

Length  of  Fixture _ 36" 

Spread  of  Fixture _ 22" 


Standard  Finish 


SATIN  CHROME 


No.  9459 — One  Light 

Semi  Indirect 


Alade  in  two  sizes 
16"  dia.  for  100  to  200  W  att 
22"  dia.  for  300  to  500  \\'att 
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CATALOG  NUMBERS  9458  AND  9459 


Embodying  all  the  appeal  of  its  companion  fixture  No.  9460,  this  unit  has  an  added 
feature  in  the  white  opal  glass  bottom  for  direct  light. 

The  fixture  proper  consists  of  two  spun  shells,  the  bottom  shell  being  separated 
from  the  main  reflector,  thus  allowing  the  outside  of  the  fixture  to  he  illuminated. 

The  metal  husk  covering  the  lamp  is  so  arranged  that  in  using  either  a  300  or 
,300  Watt  lamp,  the  lamp  is  completely  hidden  from  view. 


MECHANICAL  DATA 

Standard  suspension  is  a  stem  hanger  with  swivel  joint  at  point  of  canopy. 

The  canopy  is  spun  from  No.  22  B&S  gauge  aluminum  and  is  sufFieiently  large  to  house 
a  pull  switch.  It  is  finished  in  a  brushed  Satin  Aluminum. 

Socket  husk  is  spun  from  No.  18  B&S  gauge  aluminum,  finished  in  a  brushed  Satin 
Aluminum. 

Main  reflector  is  spun  from  No.  25  U.S.  Std.  gauge  metal.  Edge  of  reflector  is  polished 
bright;  balance  is  sprayed  in  a  velvet  grey  simulating  Satin  Aluminum. 

The  bottom  shell  is  spun  from  No.  26  U.S.  Std.  gauge  metal.  The  edge  is  polished 
bright;  balance  finished  to  match  body  of  fixture. 

The  bottom  howl  is  white  opal  glass  for  proper  diffusion  of  light. 

No.  9458 — -16"  diameter 
Medium  base  socket  for  100  to  200  Watt  lamp 


Length  of  Fixture _ 36" 

Spread  of  Fixture  _ 16" 


No.  9459 — 22"  diameter 
Mogul  socket  for  300  to  500  Watt  lamp 

T.ength  of  Fixture  _  _ 36" 

Spread  of  Fixture  _  _  _  22" 


Standard  Finish 


SATIN  CHROME 


No.  9462— One  Light 
Totally  Iiulirect 
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CATALOG  NUMBER  9462 


An  indirect  fixture  designed  for  locations  wliere  inaxinnnn  illninination  is  desired 
yet  a  smaller  fixture  is  more  desirable. 

The  contour  of  the  outside  reflector  is  scientifically  correct  for  maxinmm  dis- 
Irihntion  of  light.  The  reflecting  surface  of  inner  reflector  has  genuine  ALZAK 
treatment  for  maximum  reflectivity  of  light  and  permanence  of  finish. 

The  pleasing  design  of  this  unit  will  appeal  to  the  most  critical  person  and  will 
harmonize  with  the  decorative  scheme  of  any  installation. 


MECHANICAL  DATA 

Standard  suspension  is  a  stem  hanger  with  swivel  joint  at  point  of  canopy. 

Canopy  is  spun  from  No.  22  B&S  gauge  aluminum  and  is  sufficiently  large  to  house  a 
pull  switch.  It  is  finished  in  a  hrushed  Satin  Aluminum  with  bright  highlights. 

The  main  reflector  is  spun  from  No.  2.S  U.S.  Std.  gauge  metal  and  is  finished  in  a 
Satin  Aluminum  finish. 

Ihe  inner  reflector  is  spun  from  No.  22  B&S  gauge  aluminum  and  the  reflecting  surface 
has  genuine  ALZAK  diffuse  finish  for  maximum  reflectivity  of  light  and  permanence  of  finish. 

The  reflector  is  suspended  from  the  husk  hy  means  of  three  specially  formed  tie-rods, 
permitting  easy  relamping  or  cleaning. 

Furnished  with  Mogul  socket  for  ,300  or  500  Watt  lamps.  Keyless  Type. 

Total  Length  of  Fixture  36" 

Spread  of  Fixture  _  18" 

Standard  Finish  _ _  SATIN  CHROME 
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No.  9192 — Oik*  Tk};1iI 

Soini  ln(lir('<‘l 
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CATALOG  NUMBER  9492 


Cleverly  designed  for  iiiaximiiin  effieiency,  attractive  styling  and  a  reduction  of 
maintenance  cost. 

The  two  spun  louvres  rest  on  the  inverted  LE.S.  milk-white  glohe,  thus  prevent¬ 
ing  excessive  accnmnlation  of  dust. 

There  is  sufficient  spill-way  hetween  louvres  to  allow  upper  lonvre  to  he  softly 
illuminated,  while  the  illumination  of  lower  lonvre  is  accomplished  by  the  white 
opal  bottom  dish. 

Easily  relamped — the  bottom  white  opal  dish  slides  to  one  side  giving  free 
access  to  the  lamp. 

The  entire  lower  portion  of  the  fixture  can  easily  lie  dis-assemhled  for  cleaning 
purposes. 

Ample  circulation  of  air  is  made  possible  by  means  of  openings  hetween  louvres 
and  the  ventilated  holder  through  which  the  heated  air  escapes. 


MECHANICAL  DATA 

Standard  suspension  is  a  stem  hanger  with  swivel  joint  at  point  of  eanopy. 

The  canopy  is  spun  from  No.  22  B&S  gauge  aluminum  and  is  sufficiently  large  to  house 
a  pull  switch. 

The  two  louvres  are  spun  from  No.  20  B&S  gauge  aluminum  and  are  assembled  together 
to  form  one  unit.  The  flange  on  each  louvre  is  polished  aluminum,  while  the  balance  is  in 
Satin  Chrome  finish. 

The  holder  is  spun  from  No.  20  B&S  gauge  aluminum  and  is  finished  in  Satin  Chrome. 
It  is  a  standard  SYi"  holder,  ventilated  at  top  and  covered  with  ventilating  cap. 

Glass  is  white  opal  for  proper  diffusion  of  light. 

Edison  Itase  socket  for  200  Watt  or  new  300  Watt  lamp. 


36" 

19" 


I'olal  TjCngth  of  Fixture 
Sprea<l  of  Fixture 
Standard  Finish  . 


SATIN  CHROME 


No.  9  193 — One  Liglit 

Semi  linlireel 


I 
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CATALOG  NUMBER  9493 


Combining  plentiful  semi  indirect  illnmination  Mith  a  pleasing  ornamented  design. 
The  bottom  bowl  is  of  white  opal  glass,  allowing  highest  amount  of  light  transmission 
without  any  glare.  Designed  particularly  for  those  interiors  where  a  modified 
ornamentation  on  fixtures  is  desired. 


MECHANICAL  DATA 

Standard  suspension  is  a  stem  hanger  with  swivel  joint  at  point  of  canopy. 

Canopy  is  spun  from  No.  22  B&S  gauge  aluminum  and  is  finished  in  a  brushed  Satin 
Aluminum. 

Husk  covering  socket  and  the  decorative  flare  above  it  are  cast  of  aluminum,  finished  in 
a  brushed  satin  chrome  with  highlights  in  bright  aluminum. 

The  reflector  bowl  is  spun  from  No.  18  B&S  gauge  aluminum.  The  outer  edge  is  polished 
and  the  remainder  brushed  satin  aluminum. 

The  ornaments  around  the  howl  are  cast  of  aluminum  and  are  brightly  polished. 

Bottom  bowl  is  white  opal  glass  permitting  generous  transmission  of  light. 

Edison  base  socket  for  200  or  300  Watt  lamp. 

Overall  Length  of  Fixture _ 36" 

Spread  of  Fixture _ 20" 

Standard  Finish _  SATIN  CHROME 


Keyless  Type 


No.  9491^ — One  Liglil 

Semi  Indirect 
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CATALOG  NUMBER  9494 


A  unit  truly  modern  in  design  tlirongliont.  Its  pleasing  lines  together  with  high 
lighting  efficiency  make  this  a  very  desirable  fixture  for  any  installation. 

The  generous  spread  of  illumination  is  achieved  throngh  the  use  of  a  scien¬ 
tifically  designed  reflector. 

The  white  opal  glass  howl  illuminates  the  outside  of  the  reflector  giving  it  a 
heantifnl  satin  effect;  at  the  same  time  providing  ample  direct  light  without  glare 
or  shadows. 


MECHANICAL  DATA 

Standard  suspension  is  a  stem  hanger  with  swivel  joint  at  point  of  canopy. 

Canopy  is  spun  from  No.  22  B&S  gauge  aluminum  and  finished  in  Ijrushed  Satin 
Aluminum. 

The  socket  husk  is  spun  from  No.  18  B&S  gauge  aluminum  and  is  finished  in  brushed 
Satin  Aluminum. 

The  reflector  is  spun  from  No.  18  B&S  gauge  aluminum.  The  top  flange  is  finished  in 
polished  aluminum  while  the  body  of  the  reflector  is  lirushed  Satin  Aluminum. 

The  reflector  is  suspended  from  the  husk  by  means  of  three  specially  formed  tie-rods, 
permitting  easy  relamping  or  cleaning. 

The  ])ottom  bowl  is  held  in  place  by  three  straps  which  can  easily  lie  removed. 
Furnished  with  Edison  base  socket  for  200  Watt  or  new  300  Watt  lamp.  Keyless  type. 

Total  Length  of  Fixture _  _  36" 

Spread  of  Fixture  _  _  _ 20" 

Standard  Finish  _ SATIN  CHROME 
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No.  9481^Tliree  Light 
Semi  Indirect 
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CATALOG  NUMBER  9481 


Tlie  pleasing  lines  of  this  fixture  together  with  the  added  feature  of  the  opal  glass 
dish  at  hottoin,  make  it  a  most  desirable  unit. 

Illumination  from  this  fixture  may  he  arranged  to  suit  individual  recpiirements 
as  it  is  wired  for  three  sockets.  The  bottom  knob  controls  the  switch  for  one,  two 
or  three  lights. 

The  bottom  pan  is  separated  from  the  upper  reflector  permitting  the  outside 
of  the  fixture  to  he  softly  illuminated. 


MECHANICAL  DATA 

Staiiflard  siisjieiision  is  chain  pendant. 

Canopy,  center  cohiinn  and  both  reflectors  are  all  carefnlly  hand  spun  from  snl)stantial 
materials. 

A  three  arm  aluminum  casting  holds  the  sockets  and  also  the  two  reflectors. 

The  bottom  glass  dish  is  of  white  opal  glass  for  glareless  light. 

Will  take  up  to  3-100  watt  lamps. 


Total  Length  of  Fixture _ 42" 

Spread  of  Fixture _ 18" 

Standard  Finishes _ IVORY  AND  FRENCH  GOLD 


Also  SATIN  GREY 


No.  9482 — Three  Light 

Totally  Indirect 

Finish:  SATIN  BRONZE  with  a  bright  CHROME  YELLOW  color 
applied  on  inside  of  lower  reflector  wdiich  adds  a  pleasing  tone  to 
the  outside  of  the  upper  reflector  when  lighted. 

Spread  18",  Length  42" — 3  way  switch 
Arranged  to  take  up  to  3 — 100  watt  lamps 
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No.  733— Glass  Only.  14"  dia.,  9"  deep,  6"  fitter. 
For  200  or  new  300  watt  lamp. 

No.  3714 — Complete  Unit.  Drop  36",  spread  21". 
Glass  14"  dia.,  louvre  21"  dia. 

No.  3724 — Glass  and  Louvre  Only.  14"  dia. 
glass,  louvre  21"  dia. 


All  glass  units  shown  and  listed  on  this  page  are 
finished  White  Fired-In  Enamel,  bottom  portion 
has  louvre  effect  in  white  enamel  and  clear 
crystal. 

Finish  of  Holder:  CHROMIUM  PLATE.  Spun 
Metal  Louvre  finished  in  SATIN  CHROME. 
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No.  3666 — Coniplele  Drop  Unit.  14-"  dia.  Radi¬ 
ant  Globe,  22"  dia.  Metal  Louvre,  6"  Hanger, 
30"  Drop,  Over-all  Length  38%".  200  watt  or 
new  300  watt. 

Finish:  CHROMIUM  PLATE  with  metal  louvre 
finished  in  SATIN  CHROME. 


No.  3676 — Complete  Ceiling  Unit.  11"  dia. 
Radiant  Globe,  22"  dia.  Metal  Louvre,  6"  Ceil. 
Collar.  Droj)  Over-all  Drop  13V^".  200 

watt  or  new  300  watt. 

Finish:  CHROMIUM  PLATE  with  metal  louvre 
finished  in  SATIN  CHROME. 


No.  3667 — Radiant  Glass  Globe  with  metal  louvre  only.  No 
holder  included  in  this  unit.  Total  Drop  8%",  Spread  22". 
Metal  Louvre  finished  in  SATIN  CHROME. 
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No.  3646 — Complete  Unit.  14"  dia.  Radiant 
Globe,  24"  dia.  Metal  Louvre,  6"  Hanger,  30" 
Drop.  Over-all  Length  41".  200  watt. 

Finish:  CHROMIUM  PLATE  with  LUMA- 
CHROME  FINISH  Louvre. 


No.  3656 — Complete  Ceiling  Unit.  14"  dia.  Radi¬ 
ant  Glohe,  24"  dia.  Metal  Louvre,  6"  Ceil. 
Collar.  Drop  15%".  Over-all  Length  16".  200 
watt. 

Finish:  CHROMIUM  PLATE  with  LUMA- 
CHROME  FINISH  Louvre. 
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No.  3647 — Radiant  Glass  Glohe  with  Metal  Louvre  only.  No 
hanger  included  in  this  unit.  Total  Drop  lU/i"?  Spread  24". 
Metal  Louvre  finished  in  LUMACHROME. 


Catalog  No. 

Fitter 

Socket 

Canopy  Diameter 

Length 

604 

4" 

Medium 

6y4" 

.^1/" 

606 

6" 

Medium 

61/4" 

3614 

4" 

^ledium 

61/4" 

30" 

3616 

6" 

^ledium 

61/4" 

30" 

3634 

4" 

Medium 

61/4" 

36" 

3636 

6" 

Medium 

61/" 

36" 

Finishes: 

STATUARY  BROxNZE 

or  CHROMIUM 

PLATE. 

19 


14 
1 6 


723  -12 

724- 14 

725- 16 


No.  717—12"  (lia., 
No.  718—14"  dia., 
No.  719—16"  dia., 
No.  720—12%"  dia., 
No.  721— 14%  "  dia.. 
No.  722 — 16%  "  dia.. 


9%"  deep,  6"  fitter. 
11%"  deep,  6"  fitter. 
12 %"  deep,  6"  fitter. 
7%"  deep,  6"  fitter. 
8]  /i"  deep,  6"  fitter. 
10% "  deep,  6"  fitter. 


No.  723—12"  dia.,  10%"  deep,  6"  filler. 
No.  724—14"  dia.,  11%"  deep,  6"  filter. 
No.  725—16"  dia.,  12% "  deep,  6"  fitter. 
No.  726—12"  dia.,  10% "  deep,  6"  fitter. 
No.  727 — 14"  dia.,  12% "  deep,  6"  fitter. 
No.  728 — -16"  dia.,  14% "  deep,  6"  fitter. 
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INiiiiil»ers  of  llie  Series  (readiii};  from  lop  to  liottoiii) 


No.  3952—3  It.,  Drop  D//',  Dia.  13"  12" 

No.  3951  2  It.,  Drop  -D/.",  Uia.  ll'/i"  -10" 

No.  3950—2  It.,  Drop  D/2",  Dia.  9'/"—  8" 

No.  3953—1  It.,  Drop  4%",  Dia.  7>/"—  6" 


filass. 

{{lass. 

glass. 

glass. 


Standard  Finishes:  CHROMIUM  PLATE  with  WHITE  OPAL  GLASS. 
BRONZE  with  LIGHT  IVORY  GLASS. 


Nimihors 


of  the  Series 


(reading  from 


top  to  Itottom) 


No.  3977  -3  It.,  Drop  41/2",  Dia. 
No.  3976—2  It.,  Drop  41/2",  Dia. 
No.  3975 — 2  It.,  Drop  44/2",  Dia. 


13"  —12"  glass. 
11/4” — 10"  glass. 
91/4"—  8"  glass. 


Standard  Finishes:  CHROMIUM  PLATE  with  WHITE  OPAL  GLASS. 
BRONZE  with  LIGHT  IVORY  GLASS. 
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No.  2852 — 2  It,  Size  of  l»ox:  3%"  liigli,  4"  wide,  8"  long.  Frame  size: 

X  l()'/4".  (;iass:  4%"  x  H'//'  x  V//'  deep.  Pull  chain  or  key¬ 
less.  Takes  2  40  W.  lamps.  CllROMlUM  1‘LATE  linisli. 

No.  2855 — 2  It.  Size  of  box:  8"  square  x  3%"  high.  Frame  size:  11" 
square.  Glass:  1%"  deep  x  8yi"  S(piare.  Over-all  exposed  deplli 
1%".  Keyless  only.  Takes  2  100  W.  lamps.  CHROMIUM  PLATE 
finish. 

No.  2875 — 1  It.  Size  of  box:  8"  square  x  3V^"  deep.  Frame:  9%" 
square  x  %"  deep.  Exposed  deplli  Diffusing  Glass  Plate. 

Finl^h:  LUMACIIROME. 

No.  2877 — 2  It.  to  match  No.  2875.  Size  of  box:  12"  square,  4”  deep. 
Frame:  13V^"  square,  tleep.  Exposed  depth  Diffusing 

Glass  Plate.  Finish:  LUMACIIROME. 


No.  2885 — 1  It.  Size  of  hox:  8]^"  dia.,  4"  deep.  Frame:  10"  dia. 
Exposed  depth  Diffusing  Glass  Plate.  Finish:  SATIN 

CHROME. 

No.  2887 — 2  It.  to  match  No.  2885.  Size  of  box:  IQlA"  dia.,  4"  deep. 
Frame:  12"  dia.  Exposed  depth  %".  Diffusing  Glass  Plate.  Finish: 
SATIN  CHROME. 

No.  2895 — 1  It.  Size  of  box:  dia.,  4"  deep.  Frame:  10"  dia. 

Exposed  depth  l^j".  ^  ith  Concentric  metal  louvres.  Finish: 
SATIN  CHROME. 

No.  2897 — 2  It.  to  match  No.  2895.  .Size  of  hox:  10^^"  dia.,  4"  deep. 
Frame:  12"  dia.  Extiosed  denth  V/z"-  With  Concentric  metal 
louvres.  Finish:  SATIN  CHRO.ME. 
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INo.  2860  2  It.  Wall  Bracket  Type.  Extends  13",  height  9".  6"  white  letters  on  red  hackgroiind. 

Finish:  STATUARY  BRONZE. 

No.  2862 — 2  It.  Surface  Mounting  Type.  Size  of  Box:  12"  long,  7%"  wide,  3"  deep.  6"  white 
letters  on  red  background.  Finish:  BLACK. 

No.  2865 — 2  It.  Recessed  Type.  Size  of  Box:  12"  long,  7%"  wide,  3"  deep.  Frame  size  13^/4"  x 
9^/4".  6"  white  letters  on  red  background.  Finish:  BLACK. 

No.  2866 — 2  It.  Surface  Mounting  Type.  Size  of  Box:  12"  long,  7%"  wide,  3"  deep.  6"  white 
letters  on  red  background.  Finish:  BLACK. 

No.  2867 — 2  It.  Surface  Mounting  Type.  Size  of  Box  and  lettering  same  as  on  No.  2866. 
Finish:  BLACK, 
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2666 


2630  2676  2539 


2626 


No.  1516  Length  11",  width  51/2",  ext.  SVa".  Finishes;  BRIGHT 
ALUMINUM  or  BLACK. 

No.  2539  Ileiglit  121/2",  width  41/2",  ext.  I".  With  Switch. 

Bine  Mirror  Backplate.  Ivory  Cyliinler.  CHROMI¬ 
UM  I'LATE  Finish. 

No.  2616  Lengtii  13",  width  1",  ext.  3".  Opal  Glass.  Switch. 
Finish :  CHROMIUM  PLATE. 

No.  2626— Length  10",  width  U/a",  ext.  4".  Opal  glass  3"  dia. 
Vi  ilh  Switch.  Finish:  CHROMIUAI  PLAIE. 


No.  2630  Length  12i/",  width  4",  ext.  31//'.  Opal  Cylinder. 
Switch.  Finish;  CHROMIUM  PLATE. 

No.  2666  Lengtli  18",  width  ext.  3".  Opal  glass  tnhe  2" 

scpiare.  Finish:  CHROMIUM  PLATE.  W  ith  Switch. 
No.  2676  -Length  O/a",  widtli  5i/4",  ext.  4".  Oi)al  glass  half 
cylinder.  Finish:  CHROMIUM  PLATE.  With  Switch. 

No.  2686  Height  71/2",  width  I’/a",  ext.  71/2".  Opal  glass  panels. 

Finish:  CHROMIUM  PLATE.  With  Pull  Switcli. 
No.  7056  Length  8I/2",  width  7",  ext.  71/2".  Switch.  SATIN 
CHROME  Finish. 
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No.  2806 — 2  and  3  It.  A  tew  of  the  many  assemblies  possible 
with  custom  lumilines  shown  on  Page  28. 

No.  2812 — Length  14"  width  8",  ext.  1^2  switch 

Blue  mirrored  glass  back  plate  with  etched  lines, 
clear  glass  front  plate  with  etched  circles.  Polished 
chromium  finish. 

All  these  fixtures  use  12"  lumlline 


No.  2813 — Length  14",  width  5I/2",  ext.  2"  switch 

Peach  tint  mirrored  glass  back  plate  with  etched 
design.  Polished  chromium  finish. 

No.  2816 — Length  I3%",  width  4I/4",  ext  2"  with  switch. 
Lumachrome  finish. 

No.  2826 — Lengih  1 6^/2",  width  4I/4",  ext.  2I/2"  with  switch. 

Clear  glass  cylinder  with  etched  lines.  Satin 
chrome  or  chromium  plate  finish. 

lamps  available  in  various  colors. 
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1 574 — 40 


No.  1570—2  1+.,  length  I6I/2",  width  5I/4",  ext.  White 

opal  glass  cylinder,  Plated  satin  chrome  or  bronze 
finish. 

No.  1571 — 2  It.,  length  28",  width  5",  ext.  7",  glass  and  finish 
same  as  I  570. 

No.  1574 — 30"  2  It.,  length  72",  width  8I/2",  made  of  cast 
bronze,  white  flashed  glass  panels,  chromium  plated 
or  highlighted  bronze  finish. 


No.  1574 — 40"  3  It.,  length  72",  width  8I/2",  same  as  1574. 

No.  1575 — 30"  2  It.,  width  8I/2",  extends  101/2",  same  as  1574. 

No.  1575 — 40"  3  It.,  width  8/2".  extends  IO/2".  same  as  1574. 

Position  of  outlet  on  brackets  can  be  changed  at 
slight  additional  cost. 
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FEATURES 

*  Simple  to  assemble. 

*  No  extra 

*  Unlimited  number  of 

designs  possible;  custom  made  to  suit 
the  specific  requirements  of  each  in¬ 
stallation. 

*  Bushing  provides  wireway  from  one 
unit  to  another. 

*  All  studs  are  removable,  making  it 
possible  to  use  any  side  for  connect¬ 
ing  additional  units. 

*  Each  separate  unit  covers  a  3 
outlet  box. 


Single  unit  shown  M  full  size. 
Group  arrangements  illustrated 
full  size. 


ASSEMBLED  IN  THIS  WAY 


1.  Place  units  in 
position  wanted  for 
required  design. 


2.  Remove  studs  on 
sides  where  units  are 
to  be  fastened  to* 
gether,  by  removing 
lochnut  on  stud. 


3.  Place  units  to¬ 
gether  in  position 
with  holes  together 
and  slip  bushing 
through  holes. 

4.  Use  stud  lock¬ 
nuts  on  bushings  to 
fosten  units  together. 


These  units  con  be  used  lor  residence  and  public 
building,  in  brocket  end  ceiling,  cove  and  piloster 
types,  where  unusual  lighting  effects  ore  desired. 


CUSTOM  LUMILINfS 


firOM  )  UNIT 


SINGLE  UNIT 


2  8  0  6 


flNlSH  -  POLISHED  CHR.OMIUM 
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NOTICE: 


Since  printing  this  list  price,  we  have  found  it  nec 
essary  to  make  reductions  on  several  numbers.  Herewith 
is  the  new  list  price  on  the  fixtures  affected  by  the  reduc¬ 
tion. 


3634  •  4"  Statuary  Bronze 

1.35 

3634  -  4'  Chromium 

2.16 

3636  -  6"  Statuary  Bronze 

1.47 

3636  -  6*'  Chromium 

2.31 

COMMERCIAL  CATALOG  f  0  J939 

LIST  PRICE— APRIL  1,  1939 

VIANUFACTURING  COMPANY 

Detroit,  Michigan 


Red  unwired.  All  items  excepting  those  showing  standard  package  quantities 
packed  in  individual  cartons.  Additional  charge  of  10%  on  all  orders  less  than  standard  package  quantities. 

Prices  subject  to  change  without  notice.  Bulbs  not  included  in  price  of  fixtures.  All  prices  F.O.B.  Detroit. 


Fixture 

No. 

Price 

Page 

Description 

Std. 

Pkg. 

Maximum 

Capacity 

604 

1.05 

19 

4"  Statuary 

Bronze 

48 

604 

1.38 

19 

4"  Chromium 

48 

606 

1.08 

19 

6"  Statuary 

Bronze 

24 

606 

1.50 

19 

6"  Chromium 

24 

717 

3.24 

20 

12"  diameter 

White  Opal 

4 

718 

4.11 

20 

14"  diameter 

White  Opal 

2 

719 

6.21 

20 

16"  diameter 

White  Opal 

2 

720 

3.24 

20 

12"  diameter 

White  Opal 

4 

721 

4.11 

20 

14"  diameter 

White  Opal 

2 

722 

6.21 

20 

16"  diameter 

White  Opal 

2 

723 

2.82 

20 

12"  diameter 

White  Opal 

4 

724 

3.66 

20 

14"  diameter 

White  Opal 

2 

725 

4.83 

20 

16"  diameter 

White  Opal 

1 

726 

3.24 

20 

1 2"  diameter 

White  Opal 

2 

727 

4.11 

20 

14"  diameter 

White  Opal 

2 

728 

6.21 

20 

16"  diameter 

White  Opal 

1 

733 

5.25 

16 

1 4"  diameter — 

clear  louvred 

bottom 

2 

1516 

4.20 

25 

Black 

1— 60W 

1516 

4.65 

25 

Lumachrome 

1 — 60W 

1570 

28.05 

27 

Bronze 

2 — 60W 

1570 

29.70 

27 

Satin  Chrome 

2 — 60W 

1571 

46.20 

27 

Bronze 

2 — lOOW 

1571 

49.50 

27 

Satin  Chrome 

2 — lOOW 

1574 

82.50 

27 

30"  Bronze 

2 — 150W 

1574 

99.00 

27 

30"  Chromium 

2 — 150W 

1574 

99.00 

27 

40"  Bronze 

2 — 200W 

1574 

122.10 

27 

40"  Chromium 

2 — 200W 

1575 

82.50 

27 

30"  Bronze 

2 — 150W 

1575 

99.00 

27 

30"  Chromium 

2 — 150W 

1575 

99.00 

27 

40"  Bronze 

2 — 200W 

1575 

122.10 

27 

40"  Chromium 

2 — 200W 

2539 

10.65 

25 

Switch 

1 — 40W 

Tubular 

Lamp 

2616 

7.35 

25 

Switch 

1 — 40W 

Tubular 

Lamp 

2626 

6.45 

25 

Switch 

1— 60W 

2630 

6.60 

25 

Switch 

1 — 40W 

Tubular 

Lamp 

2666 

9.90 

25 

Switch 

1 - 40  W 

Tubular 

Lamp 

2676 

6.90 

25 

Switch 

1 — 75W 

2686 

10.65 

25 

Switch 

1 — 60W 

Fixture 

No. 

Price 

Page 

Std. 

Description  Pkg. 

Maximum 

Capacity 

2806 

6.60  26-28 

Switch  1 

— 12"Lumi- 

line  Bulb  Ob- 

tainable  in 

Colors,  Prices 

Less  Bulbs 

2812 

16.20 

26 

Switch  Same 

as  2806 

2813 

13.80 

26 

Switch  Same 

as  2806 

2816 

3.60 

26 

Switch  Same 

as  2806 

2826 

7.35 

26 

Satin  Chrome  Same 

as  2806 

2826 

9.00 

26 

Chromium  Plate  Same  as  2806 

2852 

13.50 

23 

Keyless 

2 — 40W 

2852 

14.40 

23 

Pull  Chain 

2- 

— 40W 

2855 

15.60 

23 

Keyless  Only 

2- 

—lOOW 

2862 

6.00 

24 

Keyless 

1- 

— 60W 

2860 

9.90 

24 

Keyless 

1- 

— 60W 

2865 

7.95 

24 

Keyless 

1- 

— 150W 

2866 

7.95 

24 

Keyless 

1- 

— 150W 

2867 

7.95 

24 

Keyless 

1- 

— 150W 

2875 

8.10 

23 

Keyless 

1- 

—lOOW 

2877 

10.20 

23 

Keyless 

2- 

—lOOW 

2885 

8.55 

23 

Keyless 

1- 

—lOOW 

2387 

10.20 

23 

Keyless 

2- 

—lOOW 

2895 

10.35 

23 

Keyless 

1- 

—lOOW 

2897 

14.25 

23 

Keyless 

2- 

—lOOW 

3614 

3.30 

19 

4"  Statuary  Bronze 

3614 

3.90 

19 

4"  Chromium 

3616 

3.45 

19 

6"  Statuary  Bronze 

3616 

4.05 

19 

6"  Chromium 

3634 

1.50 

19 

4"  Statuary 

Bronze  24 

3634 

2.25 

19 

4"  Chromium 

Plate  24 

3636 

1.65 

19 

6"  Statuary 

Bronze  24 

3636 

2.40 

19 

6"  Chromium 

Plate  24 

3646 

14.25 

18 

Complete  Unit 

1- 

— 500W 

3647 

9.75 

18 

Glass  and  Louvre 

3656 

11.55 

18 

Complete  Unit 

1- 

— 500W 

3666 

13.35 

17 

Complete  Unit 

1- 

— 300W 

3667 

8.85 

17 

Glass  and  Louvre 

3676 

10.65 

17 

Complete  Unit 

1- 

— 300W 

3714 

12.15 

16 

Complete  Unit 

1- 

— 300W 

3724 

9.90 

16 

Glass  and  Louvre 

3950 

4.65 

21 

8"  Glass 

2- 

— 75W 

3951 

6.45 

21 

10"  Glass 

2- 

—lOOW 

3952 

8.25 

21 

12"  Glass 

3- 

—lOOW 

3953 

3.90 

21 

6"  Glass 

1- 

— 60W 

3975 

4.65 

22 

8"  Glass 

2 

— 60W 

3976 

6.45 

22 

10"  Glass 

2- 

—lOOW 

3977 

8.25 

22 

12"  Glass 

3- 

—lOOW 

7056 

6.90 

25 

Switch 

1 

— 60W 

9457 

12.30 

2 

Indirect 

1- 

— 200W 

9458 

13.05 

4 

Glass  Bottom 

1 

— 2C0W 

9459 

14.40 

3 

Glass  Bottom 

1 

— 500W 

9460 

13.20 

1 

Mogul  Socket 

1 

— 500W 

9462 

10.65 

5 

Mogul  Socket 

1 

— 500W 

9481 

12.30 

13 

Three-Way  Switch 

3 

— lOOW 

9482 

15.60 

15 

Three-Way  Switch 

3 

— lOOW 

9492 

18.15 

7 

Medium  Socket 

1 

— 300W 

9493 

19.80 

9 

Medium  Socket 

1 

— 300W 

9494 

16.50 

11 

Medium  Socket 

1 

— 300W 

IMPORTANT  INFORMATION 


WIRING — All  fixtures  are  wired  complete  unless  otherwise  specified. 

APPROVAL — All  electrical  devices  such  as  wire,  sockets,  switches  and  convenience  outlets  are  approved  by 
the  National  Board  of  Fire  Underwriters,  Each  fixture  is  rigidly  Inspected  and  tested  before 
packing. 

FINISHES — The  finishes  specified  for  each  item  are  the  result  of  exhaustive  research  and  have  been 
selected  as  the  most  appropriate  and  practical  for  the  fixture.  Excessive  additional  cost  of  special 
finishes  prohibit  us  from  furnishing  any  other  than  those  specified  for  each  item.  Where  more  than 
one  finish  is  available  on  a  fixture  please  specify  which  one  is  required. 

PACKING — Fixtures  are  packed  assembled,  in  cartons  which  are  especially  partitioned  and  rigidly  tested  to 
suit  the  individual  requirements  insuring  receipt  of  shipment  in  best  possible  condition.  Standard 
package  quantities  are  noted  in  the  price  list.  If  less  than  standard  package  quantity  is  required, 
an  additional  charge  for  repacking  will  be  necessary. 

ORDERING — On  Rush  Orders  much  time  can  be  saved  by  ordering  by  wire.  For  this  purpose  we  have 
compiled  a  code,  which  is  shown  below,  with  full  Instructions  for  Its  use. 

SHIPPING — Please  specify  whether  you  prefer  to  have  your  goods  shipped  by  Parcel  Post,  Freight,  Express 
or  Boat.  If  we  lack  these  instructions  we  will  ship  according  to  our  own  discretion, 

DAMAGE— If  I  OSS  or  damage  is  incurred  in  shipment  please  notify  your  transportation  agent  Immediately. 

Though  we  cannot  be  held  responsible  for  collection  of  any  claim  we  will  cooperate  to  any  extent 
possible.  When  breakage  necessitates  replacement  of  parts  give  fixture  number,  close  description 
of  part  and  finish.  No  goods  are  returnable  without  our  authorization. 

TERMS — F.  O.  B.  factory,  1% — 10  days,  net  30  days.  Credit  will  be  extended  those  rated  in  Dun  &  Brad- 
street  or  those  who  can  furnish  satisfactory  credit  references.  All  C.  O.  D.  or  sight  draft  orders 
must  be  accompanied  by  a  deposit  of  25%  of  order;  terms  on  these  orders  are  net. 


TELEGRAPHIC  INFORMATION  AND  CODE 

LINCOLN  MANUFACTURING  CO. 

For  the  convenience  of  our  customers  in  ordering  fixtures  by  telegraph, 
we  have  worked  out  a  code,  which,  if  used  correctly,  will  save  you  consider¬ 
able  expense,  inasmuch  as  it  eliminates  a  good  many  words  otherwise  neces¬ 
sary  in  an  ordinary  telegram. 

It  is  permissible  to  group  five  letters  together,  which  is  counted  as  one 
word.  You  may  use  code  words  alone,  or  with  English  words,  but  code  letters 
cannot  be  attached  to  English  words. 

Following  is  an  example  of  an  actual  telegram  received  amounting  co 
thirty-eight  words,  and  the  same  reduced  to  code  amounting  to  only  ten 
words: 

“Rush  freight  ten  number  eighty  four  naught  five  drop  and  forty  num¬ 
ber  eighty  four  naught  six.  Also  three  number  seventy  one  naught  five  drop 
and  three  number  seventy  one  fifteen  ceiling  and  two  number  twenty  nine 
naught  one.” 

“WAJ  PHDJE  FORTY  PHDJF  THREE  PGAJE  THREE  PGAAE 
TWO  PBIJA.” 

We  might  call  to  your  attention  that  a  good  many  of  our  customers  use 
a  lot  of  unnecessary  words  in  telegrams.  For  instance,  most  of  our  fixture 
numbers  designate  themselves  the  number  of  lights,  such  as  No.  2035  is  a 
five-light.  No.  2033  is  a  three-light,  all  our  one-light  brackets  end  in  six  and 
two-light  brackets  in  seven.  Where  a  fixture  is  made  in  only  one  finish,  as 
are  most  of  our  numbers,  it  is  not  necessary  to  state  the  finish. 


Following  are  the  code 
letters  and  words  they 
represent; 


A  .  1 

B  .  2 

C  . 3 

D  .  4 

E  .  5 

F  .  6 

G  .  7 

H  .  8 

I  .  9 

J  .  0 

K  .  Drop 

L  .  Candle 

M  .  Ceiling 

N  .  Hundred 

O  .  Thousand 

P  .  Number 

Q  .  Lantern 

R  .  Bracket 

S  .  Fixture 

T  .  Wired 

U  .  Unwired 

V  . Parcel  Post 

W  .  Freight 

X  .  Express 

Y  .  Boat 

Z  . Wire  Reply 
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